120°
355.4 mm dia.
Bolt Circle
130.0 mm dia. Center
Hole 1n Bottom

14.3 mm R. Slip-Base Plate.

Bottom Shaft dia.
+ 1.6 mm in Top

8.4 mm R. Slip-Base Plate.

406.4 mm dia.

Bottom Slip-Base
Plate welded to

30 mm dia. hole Anchor Plate

(3 required)
Anchor Plate

355.4 mm dia.
Bolt Circle

152.4 mm dia.
Center Hole

0.38 mm thickness
galvanized sheet steel
Keeper Plate; place on top
of middle Circular Washer.

355.4 mm dia.
Bolt Circle

Bottom Shaft
Diameter
120°

Drill 30 mm dia.
Holes (3 required)

406.4 mm dia.

DETAILS OF KEEPER PLATE

Mechantcally
Galvanized
25.4 x 115 mm
High Strength Bolt,
ASTM A-325M
(3 required)

8 x 50 x 90 mm
Plate Washer
(6 required)

Trimmed Anchor Bolt
Washer (3 required)

Anchor Bolt
(3 required}

Concret
‘ Footing

PLAN

25.4 x 115 mm High Strength
Bolt/Nut and Circular Washer.

(Torque to 113 N.m)

Slip-Base P\ates® ;
Circular Washer

(3 required) ‘!

Lock Washer
(3 required)

above midd

l57

Light Pole Shaft
Plate Washers

Keeper Plate (place

|
. T H‘—H = y@//\nchor Plate
v S v ¥ B
|

GENERAL NOTES:

The details indicated hereon are typical of the slip-base for light
poles. Alternate designs may be submitted to the Engineer for
approval.

lTRAFFIC

Refer to appropriate Standard Road Plans and project plans for
additional details.

Access Duct
Light Pole Shaft

It shall be the Contractor’s responsibility to verify indicated details
by field measurements and to make any adjustments necessary
to ensure compliance with the slip-base design.

STANDARD All slip—base poles shall be equipped with shaft handholes as
e — q ! N ficati
MASTARM escribed in the Standard and Supplemental Specifications.

A rodent guard shall be placed between the concrete footing and
Method of Measurement and Basis of Payment shall be in

accordance with Section of the current Standard and
Supplemental Specifications.

Anchor Plate

Slip-Base Plate

e

(DThe top Slip-Base Plate shall be positioned fo clear all Anchor Bolts
HARDWARE CLASSIFICATION
Bolt Size Bolt Grade Nuts Washers Galvanizing
25.4 x 115 mm ASTM A-325M ASTM A-563M ASTM F-436M ASTM B-695
Zinc Coated Type 1 Class 10S Zinc Coated Class C
Zinc Coated Zinc Coated Type 1
25.4 mm Anchor | ASTM F-1554 ASTM A-563M . _
Bolts Grade 105 Class 105 | ‘T o436l ASTH Aodadt
Zinc Coated Zinc Coated Zinc Coated 1ne € s

le washer) 127.0 mm dia. Center Hole

Slip-B. Bolt
§ Slhp-Base Bo ‘ 73

| SN
I T
Leveling Nut— |

Concrete

Footing S ‘Q,\ Duct LJ\

Finished
Ground Line
I ;@ZW
\ | ——Rodent Guard
| — Circular Washer

ELEVATION TYPICAL

318
1 1 nchor Bolt
o] ¥ (8 77
AN [ NN
25.4 ' /

152.4 mm dia. Center Hole
7.9

(3 required)
SECTION A-A

25.4 mm Anchor Bolts ANCHOR PLATE
Hot Dip Galvanized

ASTH F-1554 Grade 105 All dimensions given in millimeters unless noted.

@\ 'owa Department of Transportation
- Highway Division

=

Light Pole Shaft
for 3.04 mm thickness pole

24.8D
| Top Slip-Base Plate 90

STANDARD ROAD PLAN | RM-46
Drill 30 mm Dia. Hole
/ REVISION: Removed ASTM A 687. REVISION NO.
3
REVISION DATE
\High strength AFFROVED Bv DESIGNZMETHODS ENGINEER 10-02-01

TYPICAL HALF SECTION ‘B’

| CT){*

DETAILS OF 8 mm THICK
PLATE WASHER

not required

DETAILS OF SLIP-BASE
FOR LIGHT POLES
(3 ANCHOR BOLT PATTERN)

METRIC VERSION




